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Select the abutment of the implant.

Detect Implant Position

Select library parts

Trate® ROOTT® C, CS, B, BS External platform height: 3mm
Trate® ROOTT® C, CS, B, BS External platform height: 4mm
Trate® ROOTT® C, CS, B, BS External platform height: 5mm
Trate® ROOTT® C, CS, B, BS External platform height: 7mm
Trate® ROOTT® M, P - PCOM

Trate® ROOTT® R - PCO

Trate® ROOTT®R - PCO1

Trate® ROOTT® R - PCOS

Trate® ROOTT® R - PCOR

Trate® ROOTT® S - Multi-Unit

BACK

Select the cement gap, screw channel type
and production material.

Detect Implant Position

Select library

Trate® ROOTT®R - PCO1S

25um Screw channel standard zro
35um Screw channel standard zro
50pm Screw channel standard zro
25um Screw channel narrow zro
35um Screw channel narrow zro
50pm Screw channel narrow zro

70um Screw channel standard peek/pmma

90um Screw channel standard peek/pmma

110pm Screw channel standard peek/pmma

ROOTT



Select the scan post used for scan and screw channel angle.

Detect Implant Position

Select library parts

Trate® ROOTT®R - PCO1S

25um Screw channe

Extraoral scan 0°
Extraoral scan 5°
Extraoral scan 10°
Extraoral scan 15°
Extraoral scan 20°
Intraoral scan 0°
Intraoral scan 5°
Intraoral scan 10°

Intraoral scan 20°

Detect implant position by clicking marked point on scan
and use “Best fit matching” function.

Detect Implant Position

Select library parts
Trate® ROOTT® R - PCO1S A

25um Screw channea  Extraoral sc 4

Best fit matching

ROOTT

If you have any questions regarding the ROOTT digital library, please contact ovidijus.svedarauskas@trate.com
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